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MAC100 SERIES
100W HALOGEN BULB

ORDERING INFORMATION

Model Description Unit Carton Dimension 
(Inches)

Unit Carton Weight 
(Pounds)

Master Carton Dimension 
(Inches)

Master Carton Weight 
(Pounds)

Master Carton 
Quantity

110° Halogen with Receiver - Black 9.0H x 8.5W x 5.5D 3.50 9.8H x 11.5W x 9.3D 7.25 2

MAC100W 110° Halogen with Receiver - White 9.0H x 8.5W x 5.5D 3.50 9.8H x 11.5W x 9.3D 7.25 2

FEATURES

Motion sensor detects motion 110° up to 40 ft.

24-hour surveillance of home or business

Delivers audio and color video through TV

Video signal can be recorded (Recording device sold separately)

Receiver and cords included

Camera detects images 60° and up to 20 ft.

100W (maximum) halogen bulb included

Available in black (MAC100) and white (MAC100W)

Compliances may not apply to all product configurations. Please consult the product spec sheet for compliance details.

COMPLIANCES: ETL Listed, RoHS Compliant

110° 100 WATT QUARTZ HALOGEN MOTION-ACTIVATED CAMERA AND FLOODLIGHT

MAC100W White

ALTERNATE COLOR

MS100PG
100W HALOGEN BULB

ORDERING INFORMATION

 Model  Description  Unit Carton Dimension 
(Inches)

 Unit Carton Weight 
(Pounds)

 Master Carton Dimension 
(Inches)

 Master Carton Weight 
(Pounds)

 Master Carton 
Quantity

110° Halogen - Gray 13.3H x 6.5W x 5.5D 2.75 13.8H x 11.0W x 7.0D 6.25 2

FEATURES

Motion sensor detects motion 110° up to 40 ft.

Versatile plug-in design with 8' extra-reach electrical cord

Adjustable time and light sensitivity settings

Manual override - allows use as standard floodlight

Perfect for most indoor/outdoor wall-mount applications

100W (maximum) halogen bulb included

Compliances may not apply to all product configurations. Please consult the product spec sheet for compliance details.

COMPLIANCES: CSA Listed - Wet Location, RoHS Compliant

110° 100 WATT QUARTZ HALOGEN MOTION-ACTIVATED PLUG-IN SECURITY LIGHT 


