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DB4B 8Ohm DIRECT CONNECTION
WIRING

CONNECT POWER CONNECTIONS TO
NUMBERED TERMINALS TO OBTAIN POWER
TAPPING REQUIRED. CONNECT LOOP-IN,
LOOP-OUT CONNECTIONS AS REQUIRED.

GENERAL NOTES:
THE UNIT REQUIRES THAT THE GLAND BODY
PROVIDES UNIT EARTHING. THE STUD PROVIDED ON THE
ESA IS FOR LOOP-IN LOOP-OUT PURPOSES ONLY

CONNECT POWER FROM AMPLIFIER TO
TERMINALS, TAKING NOTE OF MAXIMUM UNIT

RATINGS. CONNECT LOOP-IN, LOOP-OUT
CONNECTIONS AS REQUIRED

CONNECT SUPPLY LINE CONNECTIONS TO TERMINALS
MARKED 'LINE' ON PCB, LOOPING OUT AS REQUIRED.
USE SUPPLIED FLYING LEAD, ALONG WITH COMMON
POWER CONNECTIONS TO SELECT POWER TAPPING

REQUIRED.

DB4B WIRING WITH OPTIONAL
CAPACITOR AND/OR PPTC
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TRANSFORMER
TAPPING

POWER
25W 15W 8W

1:2 25.0 15.0 8.0
2:3 12.5 7.5 4.0
3:4 6.0 5.0 2.0
1:3 4.0 4.0 1.5
2:4 2.0 2.0 0.7
1:4 1.0 0.8 0.4
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