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Color Ordering Information

 

Catalog No. Description Amps Volts Color Suffix

 TRSGFA15__ Tamper resistant self-test GFCI 15 125 A, B, BK, GY, LA, V, W
 TRSGFA20__ Tamper resistant self-test GFCI 20 125 A, B, BK, GY, LA, RD, V, W
 TRSGFA15W-M-L Tamper resistant self-test GFCI  

w/mid-size wallplate
15 125 W

Product description 
2-Pole, 3-Wire Grounding; 15A, 125V/AC; 20A, 125V/AC

TRSGFA15

Tamper resistant self-test GFCI receptacle with audible alarm

For ordering devices, include cat. no. followed by the color suffix: A (Almond), B (Brown), BK (Black), 
GY (Gray), LA (Lt. Almond), RD (Red), V (Ivory), W (White)

Self-test GFCI receptacles with audible alarm

Self-test GFCI receptacles with audible alarm 

A B BK GY LA RD V W

Almond Brown Black Gray Lt. Almond Red Ivory White

The new Eaton GFCI 
receptacle with audible 
alarm will periodically perform 
an automatic electronic test for 
you that will render the device 
inoperable if no GFCI protection 
is present. The audible alarm 
notifies user of tripped GFCI. 
Additionally, the red status 
indicator light will blink, notifying 
the user there is no power and 
the device must be reset or needs 
to be replaced.

Automatic grounding system 
eliminates need for bonding 
jumper in grounded metal 
enclosure

ON/OFF switch to quiet alarm until 
replacement can be made

Trip indicator light notifies user  
of a tripped condition

Status lndicator light notifies 
user if device has rendered 
itself inoperable and requires 
replacement

Easy-to-use horizontal test/
reset button alignment for larger 
unobstructed area

Tamper resistant receptacles resist 
the insertion of foreign objects

Audible alarm notifies user of 
tripped GFCI

Features & benefits
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Catalog No. Description Amps Volts Color Suffix

 SGFDA20__ Self-test GFCI blank face 20 125 A, B, BK, GY, LA, V, W

Self-test GFCI blank face with audible alarm


